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Internal	diffuser	and	special	lens	pattern

for	optimal	360°	signalling	effect

•	94	mm	cubic-design	LED	steady/flashing	beacon

•	Good	frontal	and	lateral	signalling	effect

•	30	cd	luminous	intensity

•	High	degree	of	protection	IP	66	&	impact	resistance	IK09

•	UV-stabilised	material

•	Modern	LED	technology

•	Steady	and	flashing	light,	can	be	switched	externally

•	For	industrial	and	general	applications

•	Combinations	of	beacons	and	multi-tone	alarm	 

sounders	possible

Housing 94	mm	(square),	Polycarbonate	red	(RAL	3000)

Lens Polycarbonate,	ribbed	inside	orange,	red,	clear,	blue,	

green	or	yellow

Type	of	mounting any

Cable entry Back:	Grommet	5–10	mm,	optional	side	cable	entry	with	

cable	gland	(on	both	sides)	(accessory	type	AKV)

Connection technology Screw/plug-in	terminal	2,5	mm²

Leakage current 0,003	A	(PLC-suitable)

Beacon type LED	steady	beacon	or	LED	flashing	beacon

technical	data

Light source 16	LEDs

Luminous	intensity 30	Cd

Strobe/flash	frequency 1	Hz

Duty cycle 100 %

Service life Light	source:	>50.000	h

Operating	temperature -30°C/+60°C

Degree of protection IP66	&	UL	Type	4/4x/13

Impact	resistance IK09

Weight 200	g

qdS

Q-SeriesSteady/flaShing	beaconS

LED	steady/flashing	beacon
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qdS

Steady/flaShing	beaconS Q-Series

Lens colour Nominal	voltage Voltage	range	(V) Nominal	current	(A) Order	number

orange 24	V	AC/DC +/-	10	% 0,110	 874	161	405

48	V	AC/DC +/-	10	% 0,070	 874	161	408

110	V	AC +/-	10	% 0,120	 874	161	310

230-240	V	AC +/-	10	% 0,075	 874	161	313

red 24	V	AC/DC +/-	10	% 0,110	 874	162	405

48	V	AC/DC +/-	10	% 0,070	 874	162	408

110	V	AC +/-	10	% 0,120	 874	162	310

230-240	V	AC +/-	10	% 0,075	 874	162	313

clear 24	V	AC/DC +/-	10	% 0,110	 874	164	405

48	V	AC/DC +/-	10	% 0,070	 874	164	408

110	V	AC +/-	10	% 0,120	 874	164	310

230-240	V	AC +/-	10	% 0,075	 874	164	313

blue 24	V	AC/DC +/-	10	% 0,110	 874	165	405

48	V	AC/DC +/-	10	% 0,070	 874	165	408

110	V	AC +/-	10	% 0,120	 874	165	310

230-240	V	AC +/-	10	% 0,075	 874	165	313

green 24	V	AC/DC +/-	10	% 0,110	 874	166	405

48	V	AC/DC +/-	10	% 0,070	 874	166	408

110	V	AC +/-	10	% 0,120	 874	166	310

230-240	V	AC +/-	10	% 0,075	 874	166	313

yellow 24	V	AC/DC +/-	10	% 0,110	 874	167	405

48	V	AC/DC +/-	10	% 0,070	 874	167	408

110	V	AC +/-	10	% 0,120	 874	167	310

230-240	V	AC +/-	10	% 0,075	 874	167	313

order	data

AMK AB1 AG1 AKV

Type Type of accessory Weight Order	number

AMK Mounting	set	for	combining	several	pieces	of	signalling	equipment	of	the	same	size 10	g 874	010	900

AB1 Mounting	set	for	metal	bracket	for	mounting	in	any	direction	(e.g.	on	mounting	platforms) 874	031	900

AG1 Flat	seal	for	correct	IP66	installation	on	smooth	surfaces 874	021	900

AKV Cable	gland	M20x1,5 698	800	026

acceSSorieS

Steady & 
flashing
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Internal	diffuser	and	special	lens	pattern

for	optimal	360°	signalling	effect

•	132	mm	cubic-design	LED	steady/flashing	beacon

•	Good	frontal	and	lateral	signalling	effect

•	100	cd	luminous	intensity

•	High	degree	of	protection	IP	66	&	impact	resistance	IK09

•	UV-stabilised	material

•	Modern	LED	technology	–	4	high-power	LEDs

•	Steady	and	flashing	light,	can	be	switched	externally

•	For	industrial	and	general	applications

•	Combinations	of	beacons	and	multi-tone	alarm	 

sounders	possible

Housing 132	mm	(square),	Polycarbonate	red	(RAL	3000)

Lens Polycarbonate,	ribbed	inside	orange,	red,	clear,	blue,	

green	or	yellow

Type	of	mounting any

Cable entry Back:	Grommet	5–10	mm,	optional	side	cable	entry	with	

cable	gland	(on	both	sides)	(accessory	type	AKV)

Connection technology Screw/plug-in	terminal	2,5	mm²

Leakage current 0,003	A	(PLC-suitable)

Beacon type LED	steady	beacon	or	LED	flashing	beacon

technical	data

Light source 4	High	Power	LEDs

Luminous	intensity 100	Cd

Strobe/flash	frequency 1	Hz

Duty cycle 100 %

Service life Light	source:	>50.000	h

Operating	temperature -30°C/+60°C

Degree of protection IP66	&	UL	Type	4/4x/13

Impact	resistance IK09

Weight 500	g

qdm

Q-SeriesSteady/flaShing	beaconS

LED	steady/flashing	beacon
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qdm

Steady/flaShing	beaconS Q-Series

Lens colour Nominal	voltage Voltage	range	(V) Nominal	current	(A) Order	number

orange 24-48	V	AC/DC 18-53	V	AC

18-60	V	DC

0,500	 874	261	408

120-240	V	AC 90-265 0,100	 874	261	413

red 24-48	V	AC/DC 18-53	V	AC

18-60	V	DC

0,500	 874	262	408

120-240	V	AC 90-265 0,100	 874	262	413

clear 24-48	V	AC/DC 18-53	V	AC

18-60	V	DC

0,500	 874	264	408

120-240	V	AC 90-265 0,100	 874	264	413

blue 24-48	V	AC/DC 18-53	V	AC

18-60	V	DC

0,500	 874	265	408

120-240	V	AC 90-265 0,100	 874	265	413

green 24-48	V	AC/DC 18-53	V	AC

18-60	V	DC

0,500	 874	266	408

120-240	V	AC 90-265 0,100	 874	266	413

yellow 24-48	V	AC/DC 18-53	V	AC

18-60	V	DC

0,500	 874	267	408

120-240	V	AC 90-265 0,100	 874	267	413

order	data

AMK AB2 AG2 AKV

Type Type of accessory Weight Order	number

AMK Mounting	set	for	combining	several	pieces	of	signalling	equipment	of	the	same	size 10	g 874	010	900

AB2 Mounting	set	for	metal	bracket	for	mounting	in	any	direction	(e.g.	on	mounting	platforms) 874	032	900

AG2 Flat	seal	for	correct	IP66	installation	on	smooth	surfaces 874	022	900

AKV Cable	gland	M20x1,5 698	800	026

acceSSorieS

Steady & 
flashing
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Internal	diffuser	and	special	lens	pattern

for	optimal	360°	signalling	effect

•	184	mm	cubic-design	LED	steady/flashing	beacon

•	Good	frontal	and	lateral	signalling	effect

•	Up	to	170	cd	luminous	intensity

•	High	degree	of	protection	IP	66	&	impact	resistance	IK09

•	UV-stabilised	material

•	Modern	LED	technology	–	6	high-power	LEDs

•	Steady	and	flashing	light,	can	be	switched	externally

•	For	industrial	and	general	applications

•	Combinations	of	beacons	and	multi-tone	alarm	 

sounders	possible

Housing 184	mm	(square),	Polycarbonate	red	(RAL	3000)

Lens Polycarbonate,	ribbed	inside	orange,	red,	clear,	blue,	

green	or	yellow

Type	of	mounting any

Cable entry Back:	Grommet	5–10	mm,	optional	side	cable	entry	with	

cable	gland	(on	both	sides)	(accessory	type	AKV)

Connection technology Screw/plug-in	terminal	2,5	mm²

Leakage current 0,003	A	(PLC-suitable)

Beacon type LED	steady	beacon	or	LED	flashing	beacon

technical	data

Light source 6	High	Power	LEDs

Luminous	intensity 170	Cd

Strobe/flash	frequency 1	Hz

Duty cycle 100 %

Service life Light	source:	>50.000	h

Operating	temperature -30°C/+60°C

Degree of protection IP66	&	UL	Type	4/4x/13

Impact	resistance IK09

Weight 1,7	kg

qdl

Q-SeriesSteady/flaShing	beaconS

LED	steady/flashing	beacon
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qdl

Steady/flaShing	beaconS Q-Series

Lens colour Nominal	voltage Voltage	range	(V) Nominal	current	(A) Order	number

orange 24-48	V	AC/DC 18-53	V	AC

18-60	V	DC

0,780	 874	361	408

110-240	V	AC/DC 80-265 0,210	 874	361	413

red 24-48	V	AC/DC 18-53	V	AC

18-60	V	DC

0,780	 874	362	408

110-240	V	AC/DC 80-265 0,210	 874	362	413

clear 24-48	V	AC/DC 18-53	V	AC

18-60	V	DC

0,780	 874	364	408

110-240	V	AC/DC 80-265 0,210	 874	364	413

blue 24-48	V	AC/DC 18-53	V	AC

18-60	V	DC

0,780	 874	365	408

110-240	V	AC/DC 80-265 0,210	 874	365	413

green 24-48	V	AC/DC 18-53	V	AC

18-60	V	DC

0,780	 874	366	408

110-240	V	AC/DC 80-265 0,210	 874	366	413

yellow 24-48	V	AC/DC 18-53	V	AC

18-60	V	DC

0,780	 874	367	408

110-240	V	AC/DC 80-265 0,210	 874	367	413

order	data

AMK AB3 AG3 AKV

Type Type of accessory Weight Order	number

AMK Mounting	set	for	combining	several	pieces	of	signalling	equipment	of	the	same	size 10	g 874	010	900

AB3 Mounting	set	for	metal	bracket	for	mounting	in	any	direction	(e.g.	on	mounting	platforms) 874	033	900

AG3 Flat	seal	for	correct	IP66	installation	on	smooth	surfaces 874	023	900

AKV Cable	gland	M20x1,5 698	800	026

acceSSorieS

Steady & 
flashing
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Internal	diffuser	and	special	lens	pattern

for	optimal	360°	signalling	effect

•	228	mm	cubic-design	LED	steady/flashing	beacon

•	Good	frontal	and	lateral	signalling	effect

•	Up	to	300	cd	luminous	intensity

•	High	degree	of	protection	IP	66	&	impact	resistance	IK09

•	UV-stabilised	material

•	Modern	LED	technology	–	12	high-power	LEDs

•	Steady	and	flashing	light,	can	be	switched	externally

•	For	industrial	and	general	applications

•	Combinations	of	beacons	and	multi-tone	alarm	sounders	

possible

Housing 228	mm	(square),	Polycarbonate	red	(RAL	3000)

Lens Polycarbonate,	ribbed	inside	orange,	red,	clear,	blue,	

green	or	yellow

Type	of	mounting any

Cable entry Back:	Grommet	5–10	mm,	optional	side	cable	entry	with	

cable	gland	(on	both	sides)	(accessory	type	AKV)

Connection technology Screw/plug-in	terminal	2,5	mm²

Leakage current 0,003	A	(PLC-suitable)

Beacon type LED	steady	beacon	or	LED	flashing	beacon

technical	data

Light source 10	to	12	(depending	on	voltage)	High	Power	LEDs

Luminous	intensity 300	Cd

Strobe/flash	frequency 1	Hz

Duty cycle 100 %

Service life Light	source:	>50.000	h

Operating	temperature -30°C/+60°C

Degree of protection IP66	&	UL	Type	4/4x/13

Impact	resistance IK09

Weight 2,7	kg

qdx

Q-SeriesSteady/flaShing	beaconS

LED	steady/flashing	beacon
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qdx

Steady/flaShing	beaconS Q-Series

Lens colour Nominal	voltage Voltage	range	(V) Nominal	current	(A) Order	number

orange 24-48	V	AC/DC 18-53	V	AC

18-60	V	DC

1,800	 874	461	408

110-240	V	AC/DC 80-265 0,350	 874	461	413

red 24-48	V	AC/DC 18-53	V	AC

18-60	V	DC

1,800	 874	462	408

110-240	V	AC/DC 80-265 0,350	 874	462	413

clear 24-48	V	AC/DC 18-53	V	AC

18-60	V	DC

1,800	 874	464	408

110-240	V	AC/DC 80-265 0,350	 874	464	413

blue 24-48	V	AC/DC 18-53	V	AC

18-60	V	DC

1,800	 874	465	408

110-240	V	AC/DC 80-265 0,350	 874	465	413

green 24-48	V	AC/DC 18-53	V	AC

18-60	V	DC

1,800	 874	466	408

110-240	V	AC/DC 80-265 0,350	 874	466	413

yellow 24-48	V	AC/DC 18-53	V	AC

18-60	V	DC

1,800	 874	467	408

110-240	V	AC/DC 80-265 0,350	 874	467	413

order	data

AMK AB4 AG4 AKV

Type Type of accessory Weight Order	number

AMK Mounting	set	for	combining	several	pieces	of	signalling	equipment	of	the	same	size 10	g 874	010	900

AB4 Mounting	set	for	metal	bracket	for	mounting	in	any	direction	(e.g.	on	mounting	platforms) 874	034	900

AG4 Flat	seal	for	correct	IP66	installation	on	smooth	surfaces 874	024	900

AKV Cable	gland	M20x1,5 698	800	026

acceSSorieS

Steady & 
flashing
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•	Ø	90	mm	LED	steady/flashing	beacon

•	Wide	voltage	range	due	to	switched-mode	power	supply	

technology

•	Good	signalling	effect

•	High	degree	of	protection	IP	65	&	IP	67

•	Modern	LED	technology	–	3	high-power	LEDs

•	Steady	and	flashing	light,	can	be	switched	externally

•	For	industrial	and	general	applications

•	4	types	of	mounting

Housing Ø	90	mm,	Polycarbonate	black	(RAL	9005)

Lens Polycarbonate,	ribbed	inside	orange,	red,	clear,	blue,	

green	or	yellow

Type	of	mounting horizontal,	vertical,	Tube	mounting	or	Magnetic	mounting

Cable entry side:	2x	M20	x	1.5	with	blind	plugs	(optional	cable	gland	

7–14	mm),	bottom:	Grommet	5–7	mm

Connection technology Terminal	2,5	mm²

Leakage current 0,003	A	(PLC-suitable)

technical	data

Beacon type LED	steady	beacon	or	LED	flashing	beacon

Light source 3	High	Power	LEDs

Strobe/flash	frequency 2	Hz

Duty cycle 100 %

Service life Light	source:	>50.000	h

Operating	temperature -30°C/+60°C

Degree of protection IP65,	IP67	&	UL	Type	4/4x/13

Weight 250	g

neS

N-SeriesSteady/flaShing	beaconS

LED	steady/flashing	beacon
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neS

Steady/flaShing	beaconS N-Series

Lens colour Nominal	voltage Voltage	range	(V) Nominal	current	(A) Type	of	mounting

horizontal Tube	Ø	25 mm Tube NPT 1/2"

orange 12-24	V	AC/DC 11-26	V	AC

11-30	V	DC

0,400

0,310	

440 101 405 440 301 405 440 401 405

24-48	V	AC/DC 16-60	V	AC

16-80	V	DC

0,270	 440	101	408 440	301	408 440	401	408

110-240	V	AC 80-265 0,040	 440 101 413 440 301 413 440 401 413

red 12-24	V	AC/DC 11-26	V	AC

11-30	V	DC

0,400

0,310	

440 102 405 440 302 405 440 402 405

24-48	V	AC/DC 16-60	V	AC

16-80	V	DC

0,270	 440	102	408 440	302	408 440	402	408

110-240	V	AC 80-265 0,040	 440 102 413 440 302 413 440 402 413

clear 12-24	V	AC/DC 11-26	V	AC

11-30	V	DC

0,400

0,310	

440 104 405 440 304 405 440 404 405

24-48	V	AC/DC 16-60	V	AC

16-80	V	DC

0,270	 440	104	408 440	304	408 440	404	408

110-240	V	AC 80-265 0,040	 440 104 413 440 304 413 440 404 413

blue 12-24	V	AC/DC 11-26	V	AC

11-30	V	DC

0,400

0,310	

440 105 405 440 305 405 440 405 405

24-48	V	AC/DC 16-60	V	AC

16-80	V	DC

0,270	 440	105	408 440	305	408 440	405	408

110-240	V	AC 80-265 0,040	 440 105 413 440 305 413 440 405 413

green 12-24	V	AC/DC 11-26	V	AC

11-30	V	DC

0,400

0,310	

440 106 405 440 306 405 440 406 405

24-48	V	AC/DC 16-60	V	AC

16-80	V	DC

0,270	 440	106	408 440	306	408 440	406	408

110-240	V	AC 80-265 0,040	 440 106 413 440 306 413 440 406 413

yellow 12-24	V	AC/DC 11-26	V	AC

11-30	V	DC

0,400

0,310	

440 107 405 440 307 405 440 407 405

24-48	V	AC/DC 16-60	V	AC

16-80	V	DC

0,270	 440	107	408 440	307	408 440	407	408

110-240	V	AC 80-265 0,040	 440 107 413 440 307 413 440 407 413

order	data

WMS MMR MSR MGS AKV MBK MQS

Type Type of accessory Tube length Weight Order	number

WMS Metal	bracket	for	wall	mounting 160	g 817	200	900

MMR Tube	mounting	Aluminium	with	plastic	foot 50	mm 698	806	007

100	mm 698	806	008

250	mm 698	806	009

400	mm 698	806	010

MSR Tube	mounting	Stainless	steel	with	die-cast	zinc	foot,	black	(powder-coated) 50	mm 698	806	021

100	mm 698	806	022

250	mm 698	806	023

400	mm 698	806	024

MGS Magnetic	fixing	 340	g 817	203	900

AKV Cable	gland	M20x1,5 698	800	026

MBK Earthing	kit	for	UL-compliant	installation 819	201	900

MQS Mounting	plate	for	UL-compliant	installation 817	202	900

acceSSorieS

Steady & 
flashing
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Sealed	cable	

insulation/entry

•	Ø	75	mm	LED	steady/flashing	beacon

•	Good	signalling	effect

•	Prewired	with	1	m	PUR	cable	–	ready	to	use

•	High	degree	of	protection	IP	66	&	IP	67

•	Modern	LED	technology	and	electronics

•	Steady/flashing	light,	can	be	switched	externally

•	Premounted	stainless-steel	fixing	screws

•	3	types	of	mounting,	for	industrial	and	general	 

applications

Housing Ø	75	mm,	100	mm	High	lens	,	Polycarbonate	black	(RAL	

9005)

Lens Polycarbonate,	ribbed	inside	orange,	red,	clear,	blue,	

green	or	yellow

Type	of	mounting any

Cable entry pre-wired	(1	m	cable)

Leakage current 0,003	A	(PLC-suitable)

Beacon type LED	steady	beacon	or	LED	flashing	beacon

Light source 16	LEDs

Strobe/flash	frequency 2	Hz

Duty cycle 100 %

Service life Light	source:	>50.000	h

Operating	temperature -30°C/+60°C

Degree of protection IP66	&	IP67

Impact	resistance IK08

Weight 200	g

technical	data

pch

P-SeriesSteady/flaShing	beaconS

LED	steady/flashing	beacon
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pch

Steady/flaShing	beaconS P-Series

Lens colour Nominal	voltage Voltage	range	(V) Nominal	current	(A) Order	number

orange 24	V	AC/DC 18-28	V	AC

20-35	V	DC

0,200

0,120	

860	501	405

110-120	V	AC 80-132 0,062	 860	501	310

230-240	V	AC 140-264 0,066	 860	501	313

red 24	V	AC/DC 18-28	V	AC

20-35	V	DC

0,200

0,120	

860	502	405

110-120	V	AC 80-132 0,062	 860	502	310

230-240	V	AC 140-264 0,066	 860	502	313

clear 24	V	AC/DC 18-28	V	AC

20-35	V	DC

0,225	 860	504	405

110-120	V	AC 80-132 0,058	 860	504	310

230-240	V	AC 140-264 0,065	 860	504	313

blue 24	V	AC/DC 18-28	V	AC

20-35	V	DC

0,225	 860	505	405

110-120	V	AC 80-132 0,058	 860	505	310

230-240	V	AC 140-264 0,065	 860	505	313

green 24	V	AC/DC 18-28	V	AC

20-35	V	DC

0,225	 860	506	405

110-120	V	AC 80-132 0,058	 860	506	310

230-240	V	AC 140-264 0,065	 860	506	313

yellow 24	V	AC/DC 18-28	V	AC

20-35	V	DC

0,200

0,120	

860	507	405

110-120	V	AC 80-132 0,062	 860	507	310

230-240	V	AC 140-264 0,066	 860	507	313

order	data

PMR PVW XWR

Type Type of accessory Tube length Weight Order	number

PMR Tube	base	Aluminium	tube	with	plastic	foot 100	mm 860	702	900

250	mm 860	703	900

PVW Bracket	for	vertical	mounting 860	600	900

XWR Bracket	for	vertical	mounting	of	TMR/UMR	tube	base 95	g 900 600 900

acceSSorieS

Steady & 
flashing
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Sealed	cable	

insulation/entry

•	Ø	75	mm	compact	LED	steady/flashing	beacon

•	Good	signalling	effect

•	Prewired	with	1	m	PUR	cable	–	ready	to	use

•	High	degree	of	protection	IP	66	&	IP	67

•	Modern	LED	technology	and	electronics

•	Steady/flashing	light,	can	be	switched	externally

•	Premounted	stainless-steel	fixing	screws

•	3	types	of	mounting,	for	industrial	and	general	 

applications

Housing Ø	75	mm,	55	mm	High	lens	,	Polycarbonate	black	(RAL	

9005)

Lens Polycarbonate,	ribbed	inside	orange,	red,	clear,	blue,	

green	or	yellow

Type	of	mounting any

Cable entry pre-wired	(1	m	cable)

Leakage current 0,003	A	(PLC-suitable)

Beacon type LED	steady	beacon	or	LED	flashing	beacon

Light source 16	LEDs

Strobe/flash	frequency 2	Hz

Duty cycle 100 %

Service life Light	source:	>50.000	h

Operating	temperature -30°C/+60°C

Degree of protection IP66	&	IP67

Impact	resistance IK08

Weight 150	g

technical	data

pcl

P-SeriesSteady/flaShing	beaconS

LED	steady/flashing	beacon
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pcl

Steady/flaShing	beaconS P-Series

Lens colour Nominal	voltage Voltage	range	(V) Nominal	current	(A) Order	number

orange 24	V	AC/DC +/-	10	% 0,070	 861	501	405

110-120	V	AC +/-	10	% 0,030	 861	501	310

230-240	V	AC +/-	10	% 0,031	 861	501	313

red 24	V	AC/DC +/-	10	% 0,070	 861	502	405

110-120	V	AC +/-	10	% 0,030	 861	502	310

230-240	V	AC +/-	10	% 0,031	 861	502	313

clear 24	V	AC/DC +/-	10	% 0,060	 861	504	405

110-120	V	AC +/-	10	% 0,030	 861	504	310

230-240	V	AC +/-	10	% 0,031	 861	504	313

blue 24	V	AC/DC +/-	10	% 0,060	 861	505	405

110-120	V	AC +/-	10	% 0,030	 861	505	310

230-240	V	AC +/-	10	% 0,031	 861	505	313

green 24	V	AC/DC +/-	10	% 0,060	 861	506	405

110-120	V	AC +/-	10	% 0,030	 861	506	310

230-240	V	AC +/-	10	% 0,031	 861	506	313

yellow 24	V	AC/DC +/-	10	% 0,070	 861	507	405

110-120	V	AC +/-	10	% 0,030	 861	507	310

230-240	V	AC +/-	10	% 0,031	 861	507	313

order	data

PMR PVW XWR

Type Type of accessory Tube length Weight Order	number

PMR Tube	base	Aluminium	tube	with	plastic	foot 100	mm 860	702	900

250	mm 860	703	900

PVW Bracket	for	vertical	mounting 860	600	900

XWR Bracket	for	vertical	mounting	of	TMR/UMR	tube	base 95	g 900 600 900

acceSSorieS
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•	Ø	75	mm	LED	steady/flashing	beacon

•	Very	good	signalling	effect

•	Modular	design,	user-friendly	connection	technology

•	High	degree	of	protection	IP	66	 

&	impact	resistance	IK08

•		Modern	LED	technology	and	electronics

•	Steady/flashing	light,	can	be	switched	externally

•	For	industrial	and	general	applications

•	Can	be	extended	with	TDE	acoustic	module	as	an	option

Housing Ø	75	mm,	Polycarbonate	black	(RAL	9005)

Lens Polycarbonate,	ribbed	inside	orange,	red,	clear,	blue,	

green	or	yellow

Type	of	mounting horizontal,	vertical	or	Tube	mounting

Connection technology Screw	terminal	2,5	mm²

Leakage current 0,003	A	(PLC-suitable)

Beacon type LED	steady	beacon	or	LED	flashing	beacon

Light source 16

technical	data

Strobe/flash	frequency 2	Hz

Duty cycle 100 %

Service life Light	source:	>50.000	h

Operating	temperature -30°C/+60°C

Degree of protection IP66	&	UL	Type	4/4x/13

Impact	resistance IK08

Weight 87	g

tdc

T-SeriesSteady/flaShing	beaconS

LED	steady/flashing	beacon
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tdc

Steady/flaShing	beaconS T-Series

Lens colour Nominal	voltage Voltage	range	(V) Nominal	current	(A) Order	number

orange 24	V	AC/DC 18-27	V	AC

20-32	V	DC

0,220

0,140	

859	501	405

110-120	V	AC 75-132 0,072	 859	501	310

230-240	V	AC 150-264 0,066	 859	501	313

red 24	V	AC/DC 18-27	V	AC

20-32	V	DC

0,220

0,140	

859	502	405

110-120	V	AC 75-132 0,072	 859	502	310

230-240	V	AC 150-264 0,066	 859	502	313

clear 24	V	AC/DC 18-27	V	AC

20-32	V	DC

0,220

0,140	

859	504	405

110-120	V	AC 75-132 0,072	 859	504	310

230-240	V	AC 150-264 0,066	 859	504	313

blue 24	V	AC/DC 18-27	V	AC

20-32	V	DC

0,220

0,140	

859	505	405

110-120	V	AC 75-132 0,072	 859	505	310

230-240	V	AC 150-264 0,066	 859	505	313

green 24	V	AC/DC 18-27	V	AC

20-32	V	DC

0,220

0,140	

859	506	405

110-120	V	AC 75-132 0,072	 859	506	310

230-240	V	AC 150-264 0,066	 859	506	313

yellow 24	V	AC/DC 18-27	V	AC

20-32	V	DC

0,220

0,140	

859	507	405

110-120	V	AC 75-132 0,072	 859	507	310

230-240	V	AC 150-264 0,066	 859	507	313

order	data	- 	lenS

TMW TMF TMV TMR TNL TNW

Type Type of accessory Tube length Weight Order	number

TMW Base	for	horizontal	mounting,	with	internal	mounting	holes 46	g 859	500	900

TMF Base	for	horizontal	mounting,	with	external	mounting	holes 71	g 859	510	900

TMV Base	for	vertical	mounting 83	g 859	520	900

TMR Tube	base	for	tube	mounting,	with	aluminium	tube/plastic	foot 100	mm 128	g 859	532	900

250	mm 176	g 859	533	900

TNL Base	for	horizontal	mounting,	with	side	cable	entry 94	g 859	515	900

TNW Tube	base	for	NPT	1/2"	tube	mounting 54	g 859	540	900

order	data	–	baSe

TVS XWR PV1

Type Type of accessory Weight Order	number

TVS Metal	bracket	made	possible	with	TMW	cable	entry	from	bottom	(incl.	cable	gland	M12	x	1.5) 218	g 859	550	900

XWR Bracket	for	vertical	mounting	of	TMR/UMR	tube	base 95	g 900 600 900

PV1 Ventilation	element	for	optimum	pressure	equalisation,	protection	against	condensation	forming,	compatible	with	TMW,	TMF,	

TNL,	UMW,	UMF,	UNL

859	100	000

acceSSorieS
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•	Ø	60	mm	LED	steady/flashing	beacon

•	Good	signalling	effect

•	Modular	design

•	High	degree	of	protection	IP	66 

&	impact	resistance	IK08

•	Modern	LED	technology	and	electronics

•	Steady/flashing	light,	can	be	switched	externally

•	For	industrial	and	general	applications

•	User-friendly	connection	technology

Housing Ø	60	mm,	Polycarbonate	black	(RAL	9005)

Lens Polycarbonate,	ribbed	inside	orange,	red,	clear,	blue,	

green	or	yellow

Type	of	mounting horizontal,	vertical	or	Tube	mounting

Connection technology Screw	terminal	2,5	mm²

Leakage current 0,003	A	(PLC-suitable)

Beacon type LED	steady	beacon	or	LED	flashing	beacon

technical	data

Light source 12	LEDs

Strobe/flash	frequency 2	Hz

Duty cycle 100 %

Service life Light	source:	>50.000	h

Operating	temperature -30°C/+60°C

Degree of protection IP66	&	UL	Type	4/4x/13

Impact	resistance IK08

Weight 52	g

udc

U-SeriesSteady/flaShing	beaconS

LED	steady/flashing	beacon
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udc

Steady/flaShing	beaconS U-Series

Lens colour Nominal	voltage Voltage	range	(V) Nominal	current	(A) Order	number

orange 24	V	AC/DC 18-27	V	AC

20-32	V	DC

0,100	 858	501	405

110-120	V	AC 75-132 0,045	 858	501	310

230-240	V	AC 150-264 0,045	 858	501	313

red 24	V	AC/DC 18-27	V	AC

20-32	V	DC

0,100	 858	502	405

110-120	V	AC 75-132 0,045	 858	502	310

230-240	V	AC 150-264 0,045	 858	502	313

clear 24	V	AC/DC 18-27	V	AC

20-32	V	DC

0,100	 858	504	405

110-120	V	AC 75-132 0,045	 858	504	310

230-240	V	AC 150-264 0,045	 858	504	313

blue 24	V	AC/DC 18-27	V	AC

20-32	V	DC

0,100	 858	505	405

110-120	V	AC 75-132 0,045	 858	505	310

230-240	V	AC 150-264 0,045	 858	505	313

green 24	V	AC/DC 18-27	V	AC

20-32	V	DC

0,100	 858	506	405

110-120	V	AC 75-132 0,045	 858	506	310

230-240	V	AC 150-264 0,045	 858	506	313

yellow 24	V	AC/DC 18-27	V	AC

20-32	V	DC

0,100	 858	507	405

110-120	V	AC 75-132 0,045	 858	507	310

230-240	V	AC 150-264 0,045	 858	507	313

order	data	- 	lenS

UMW UMF UMV UMR UNL UNW

Type Type of accessory Tube length Weight Order	number

UMW Base	for	vertical	mounting,	with	internal	mounting	holes 858	500	900

UMF Base	for	horizontal	mounting,	with	external	mounting	holes 80	g 858	510	900

UMV Base	for	vertical	mounting 87	g 858	520	900

UMR Tube	base	for	horizontal	mounting,	with	aluminium	tube/plastic	foot 100	mm 858	532	900

250	mm 858	533	900

UNL Base	for	horizontal	mounting,	with	side	cable	entry 99	g 858	515	900

UNW Tube	base	for	NPT	1/2"	tube	mounting 858	540	900

order	data	–	baSe

UVS XWR PV1

Type Type of accessory Weight Order	number

UVS Bracket	with	UMW	cable	entry	from	bottom	(incl.	cable	gland	M12	x	1.5) 157	g 858	550	900

XWR Bracket	for	vertical	mounting	of	TMR/UMR	tube	base 95	g 900 600 900

PV1 Ventilation	element	for	optimum	pressure	equalisation,	protection	against	condensation	forming,	compatible	with	TMW,	TMF,	

TNL,	UMW,	UMF,	UNL

859	100	000
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